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THE CALCULATION OF EFFECTIVE ELASTIC CONSTANTS
IN A COMPOSITE WITH 3D ORTHOGONAL NONWOVEN FIBERS
The paper is devoted to the research of the effective characteristics of 3D or-
thogonal nonwoven fibers composites. The results were received via ANSYS
software package. In this research a volume element of fibers in cubic unit cell is
considered. The effective elastic properties of fiber reinforced composite have
been defined by the numerical stress analysis of the unit cell.
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1. Introduction
Composite materials which consist of two or more constituent materials are com-
monly used in advanced structural applications, e.g. in the marine and aerospace indus-
try. This is because of appropriate mechanical properties such as high specific strength
and stiffness, low density and high resistance to corrosion. However, the limited under-
standing of the composite material behavior requires more research. This is further
complicated by the fact that these materials behavior is dependent on lay-up, loading di-
rection, specimen size and environmental effects such as temperature and moisture. Re-
search on determination of effective elastic constants for anisotropic materials is very
important in composite structures.
A orthogonal nonwoven fibers reinforced resin matrix composites are used in some
structural applications, due to their various reasons especially to their excellent me-
chanical behavior in terms of their specific stiffness in the direction of the fibers. The
prediction of the mechanical properties of composites has been the main objective of
many researchers. The well-known models that have been proposed and used to evalu-
ate the properties of cross-ply laminate composites are Voigt [1], 1989 and Reuss [2],
1829 models. The Voigt model is also known as the rule of mixture model or the iso-
strain model, while the Reuss model is also known as the inverse of mixture model or
the iso-stress model. The study will be using complex functions to determine the effec-
tive elastic coefficients of the unidirectional plates as presented by Vanin [3] (1961).
Semi empirical models have emerged to correct the rule of mixture model where cor-
recting factors are introduced. Under this category, it is noticed three important models:
the modified rule of mixture, the Halpin –Tsai [4] model (Halpin et al., 1976) and
Chamis [5] model (Chamis, 1989). The Halpin – Tsai model emerged as a semi-
empirical model that tends to correct the transverse Young’s modulus and longitudinal
shear modulus. The Chamis micromechanical model is the most used and trusted model
which give a formulation for all five independent elastic properties. Hashin and Rosen
[6] (Hashin et al., 1964) initially proposed a composite cylinder assemblage model to
evaluate the elastic properties of cross-ply laminate laminate composites. Alfootov [7]
determined the mechanical properties of cross-ply laminate reinforced composites with
perpendicular fibers. Christensen [8], 1990 proposed a generalized self-consistent model
in order to better evaluate the transversal shear modulus. Also the Mori – Tanaka model
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[9] (Mori et al., 1990) is a famous model which is widely used for modeling different
kinds of composite materials. This is an inclusion model where fibers are simulated by
inclusions embedded in a homogeneous medium. The self-consistent model has been
proposed by Hill [10], 1965 and Budiansky [11], 1965 to predict the elastic properties of
composite materials reinforced by isotropic spherical particulates. Later the model was
presented and used to predict the elastic properties of short fibers composites [12]
(Chou et al., 1980). Recently, a new micromechanical model has been proposed by
Huang [13, 14], 2001. The model is developed to predict the stiffness and the strength
of cross-ply laminate composites.
Assuming cubic symmetry structure and using ANSYS software, effective charac-
teristics of this composite are studied. Numerical studies are performed for some stress
states in a representative unit cell for determination the effective elastic properties of fi-
bers reinforced orthogonal nonwoven composite.
2. Computational procedure
2 . 1 .  D e f i n i t i o n  a n d  e l a s t i c i t y  e f f e c t i v e  p a r a m e t e r s
i n  c u b i c  s y m m e t r y  c o m p o s i t e
The present approach is based on the theory anisotropic elasticity. A numerical
method is able to simplify the problem by satisfy the stress – strain boundary conditions
directly into the expression for defining the elastic properties in a composite material.
This study considers a composite material with 3D orthogonal nonwoven fibers. In this
structure of material fibers are parallel to x, y and z directions as follows and are said to
define a cubic symmetry array. Theory of elasticity can be used for investigating the
stress – strain state of fiber reinforced composite materials. The generalized Hook's law
relating strains to stresses can be written as follows:
ε = σij ijkl kla⎡ ⎤⎣ ⎦ ,  i, j = 1, 2, 3. (1)
Where [ ] ijklA a⎡ ⎤= ⎣ ⎦  is the compliance matrix and ijε  , ijσ  are the strain and
stress components, respectively. In this study, composites with orthogonal nonwoven
fibers and constant radius are investigated as cubic symmetry materials.
The simplest anisotropic case, that of cubic symmetry has three independent ele-
ments.
These materials with volume V, stress and strain are described as follows:
1
ij ij
V
dV
V
σ = σ∫   and   1ij ij
V
dV
V
ε = ε∫ . (2)
In Cartesian coordinates, Hook’s law for cubic symmetry material is as follows:
11 12 12x x y zb b bσ = ε + ε + ε ,
21 11 12y x y zb b bσ = ε + ε + ε ,
21 21 11z x y zb b bσ = ε + ε + ε ,
44xy xybτ = γ , 44yz yzbτ = γ , 44zx zxbτ = γ . (3)
Where bij are the coefficients of stiffness matrix [B] for composite material. The
stiffness matrix (inverse of the elastic compliance matrix) is symmetric.
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b12 = b21. (4)
Hence, the three unknown coefficients b11, b12, b44 need to be defined for determin-
ing properties of for cubic symmetry material.
2 . 2 .  F i n i t e  E l e m e n t  M o d e l i n g
A regular three-dimensional arrangement of fiber in a matrix was adequate to de-
scribe the overall behavior of the composite, and was modeled as a regular uniform ar-
rangement, as illustrated in Fig. 1a. In this paper a composite in Cartesian coordinates
system is considered. This model assumed that the fiber was a perfect cylinder of radius
0.4, in a cubic unit cell (1 × 1× 1) of the matrix. It is assumed that the geometry, mate-
rial and loading of the cell are symmetrical with respect to x − y, y − z and z − x planes
of coordinate system as shown in Fig. 1a. In this work, a cubic cell is considered and the
three sides of a cell have equal lengths to 0 1d = . Therefore, 37.7 % volume fraction fi-
bers were inserted.
The numerical finite element modeling is widely used in predicting the mechanical
properties of composites. In this paper for numerical analysis, a volume element of fi-
bers is considered which plane symmetric exists on all of its planes. In order to investi-
gate the numerical finite element modeling, the modeling of a unit cell for a cubic array
is considered using ANSYS software as shown in Fig. 1b.
The usage of the designated volume as a representative cell is substantiated by the
following: when dealing with infinite composite material that consists of infinite num-
ber of repetitive cells, the stress conditions of each cell are identical. At that, the speci-
fied boundary conditions for the designated volume correspond to the homogeneous
state of equivalent homogeneous material. For determining the components of the stiff-
ness matrix (bij), stress analysis is performed for considered volume with noting to
boundary conditions. In the present procedure, normal strain is applied to one direction
and shear strain is applied to one plane as follows. For numerical analysis, finite ele-
ment software ANSYS is used and 36321 SOLID 95 elements with 20 nodes are util-
ized as shown in Fig. 1b. All the geometrical parameters and displacements are used in
a dimensionless form based on the length of the edge of the representative volume. This
allows receiving elastic averaged characteristics of the investigated type of composite,
assigning only relative volume contents of fibers. The stresses are indicated in Pascal.
The first numerical testing is unidirectional tension in x direction. In this condition,
tensor of average values for strains is obtained the following forms:
310x
−ε = ,  0yε = ,  0zε = ,  0xyγ = ,  0yzγ = ,  0xzγ = . (5)
The case of unidirectional tension in x direction the boundary conditions for this
structural analysis are as follows:
In plane x = 1:
-3( 1, , ) 10xu x y z= =  and  τxy = τxz ,
In this situation, there are symmetric conditions in other planes and the boundary
conditions are therefore
( 0, , ) 0xu x y z= = ,  ( , 0, ) 0yu x y z= = ,   ( , 1, ) 0yu x y z= = ,
( , , 0) 0zu x y z = =  and  ( , , 1) 0zu x y z = = ,
where ui (i = x, y, z) is displacement in x, y and z directions, respectively.
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a                                                                                   b
Fig. 1. Volume: a – representative unit cell model; b – element in mesh formed
Stress components are determined as
1 1
0 0
x xdydzσ = σ∫ ∫ ,   
1 1
0 0
y ydxdzσ = σ∫ ∫ . (6)
Therefore, according to Eq. 3, by the first numerical testing two coefficients of elas-
ticity can be determined as follows:
11
x
x
b
σ= ε ,  12
y
x
b
σ= ε . (7)
In this analysis polymer epoxy is considered as matrix and its mechanical properties
are as follows [15]:
Em = 4200 MPa;    Gm = 1500 MPa;     νm = 0.4.
Mechanical properties of glass fibers are as follows:
Ea = 74800 MPa;    Ga = 31000 MPa;    νa = 0.2.
For composite with fibers in constant radius as 0 < r < 1, fiber-volume fraction is
calculated as follows:
V
V
′ξ = , (8)
where 30V d=  – the volume of a cubic сell and 2 034V r d′ = π  – fiber volume content in
material.
Effective elasticity properties for ξ = 0.377 (r = 0.4) is determined by Numerical
Method. In Fig. 2 the result of the first condition is shown.
The second numerical testing is shearing in xz plane. In this condition, tensor of av-
erage values for strains is obtained:
0xε = , 0yε = ,  0zε = ,  0xyγ = ,  0yzγ = ,  310xz −γ = . (9)
Therefore, the displacement in plane z = 1: 3( , , 1) 10xu x y z
−= =  and  σz = τzy = 0.
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Fig. 2. The result of: a – displacement in x direction when ux = 10−3;
b and c – stress distribution of normal stresses σx, σy
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Now, as the boundary conditions are symmetrical for this structural analysis are as
follows:
In plane z = 0 the displacement in the direction of x axis is zero ( ( , , 0) 0xu x y z = = )
and two are symmetric conditions in planes y = 0, y = 1 therefore, in these planes:
( , 0, ) 0yu x y z= = and ( , 1, ) 0yu x y z= = ,
In planes x = 0 and x = 1: ( 0, , ) 0zu x y z= = , ( 1, , ) 0zu x y z= = ; and  σx = τxy = 0.
The shear stress component in xz plane is given by
1 1
0 0
xz xzdydzτ = τ∫ ∫ . (10)
Therefore, the unknown coefficient b44, can then be calculated by substituting
value xzτ  into Eq. 3 and take following form:
44 xz xzb = τ γ . (11)
In this case for solving the problem, Hook’s law is used directly:
[ ]Aε = ⋅ σ , (12)
where [A] is the compliance matrix: [A] = [B]−1.
Obviously, considering matrix [A], elasticity coefficient such as poison ratio and
shear modulus of composite material can be obtained as follows:
11
1
x y yE E E a
= = = ,  12.xy xz yz ya Eν = ν = ν = −
 and  44
44
1
xy xz yzG G G ba
= = = = . (13)
3. Results and discussion
In this approach work, effective elasticity properties for ξ = 0.377 is determined by
numerical procedure proposed in this research. Table 1 shows numerical results for the
effective elastic constants of composite material.
T a b l e  1
Numerical results of effective elasticity properties for ξ = 0.377
Modulus of elasticity,
MPa
Modulus of shear,
MPa Poisson’s coefficientElasticity properties
x y zE E E= = xy xz yzG G G= = xy xz yzν = ν = ν
Numerical Method 17501 3098 0.26
The variation of 1 x mE E E= ,  xy mG G G=  versus different values of ξ are
obtained for cubic symmetry material glass fibers. Mechanical properties of composite
are determined by the proposed method in this paper (numerical method) with finite
element method. Numerical values are calculated by ANSYS. It is obvious that
x y zE E E= = , xy xz yzG G G= =  and xy xz yzν = ν = ν .
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Fig. 3 shows the variation of Ei (i = 1,2,3) with respect to different values of ξ for
orthogonal nonwoven glass fibers composite. Ei is the ratio modulus of elasticity of
composite to Em in fibers direction and Em is modulus of elasticity of matrix. In this fig-
ure, the curve is obtained by the method of this paper. As it can be seen, the behavior of
curve is nonlinear. In this result, should be reminded that the curve Ei is linear for the
unidirectional composite. Fig. 3 shows that in small value of ξ, the value of E1
(i = 1,2,3) is near to 1. Also for the maximum value of ξ (ξ = 0.58875), the value of E1
is near to the modulus of elasticity of fibers Ea /Em, as it is predicted. Ea is modulus of
elasticity of fiber.
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Fig. 3. The variation of Ei (i = 1,2,3) versus values of ξ
for orthogonal nonwoven glass fibers
Fig. 4 shows the variation of Gi (i = 1,2,3) versus different values of ξ for orthogonal
nonwoven glass fibers composite in a cubic pattern. Gi is the ratio shear modulus of
composite to Gm in xy, xz and yz planes and Gm is the shear modulus of matrix. As it can
be seen, the behavior of the present work is sowed that curve Gi is nonlinear.
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Fig. 4. The variation of Gi (i = 1,2,3) versus values of ξ
for orthogonal nonwoven glass fibers
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Fig. 4 shows that in small value of ξ , the value of Gi (i = 1,2,3) is near to 1. Also for
the maximum value of ξ (ξ = 0.58875), Gi is near to a value that is smaller than the
shear modulus of fibers Ga/Gm, where Ga is the shear modulus of fiber.
The results of the numerical calculation of effective elastic properties were not com-
pared with theoretical or experimental methods. The authors do not have the complete
set of the necessary data at their disposal as there are no such data in open literature.
The similar approach was used by the authors [16, 17] for unidirectional fibrous com-
posite, where it was managed to receive the evidence of the results accuracy. The fol-
lowing technique was applied for the evaluation of the results accuracy in this research
– finite elements grid clustering and intrinsic criteria parameters of error in ANSYS.
Conclusions
The procedure of finding the effective elastic characteristics for 3D orthogonal non-
woven fiber composites has been developed. In this research a volume element of fibers
in cubic symmetry cell is considered which plane symmetric exists on all of its planes.
The effective elastic properties of fiber-glass composite which polymer epoxy have
been defined via ANSYS software package. The finite-element method has been used
for the research.
After considering the results set out in this section the following observations could
be made:
Minimum requirement unit cells have been defined for different types of reinforce-
ment as well as the boundary conditions for them, which enable composite behavior
modeling under basic experiments conditions.
The procedure of finding effective elastic constants for reinforced composites allows
receiving results with the reasonable degree of accuracy for practical application.
Apart from effective elastic constants finding, the advantage of the developed pro-
cedure is the ability to investigate local stress concentration in the unit cell area.
The developed procedure enables to carry out the multivariate analysis of the elastic
properties of composite material at the design stage as well as to set and solve the tasks
associated with the optimal design of composites.
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